1. Excavation Jointing instructions

Excavate narrow trench between the tree and the structure When joining lengths of ReRoot 2000 root barrier, abide by
to be protected. Please note: The positioning of trench will the following guidelines:
depend upon tree species and other site conditions. Please p
B ] ] 1. Only use approved ReRoot jointing tape.
consult a qualified arboriculturalist.
2. Ensure barrier surfaces are clean and dry.

2. Positioning , -
3. Overlap the barrier by a minimum of 300mm.

The bamier should be positoned in the trench against the side o ]
of the trench nearest the tree. Any sharp objects should be R L

removed from the trench walls and the backfill material. 5. Tape the join down both sides of the barrier.

3. Backfilling 6. After applying the tape make sure it is firmly attached
without wrinkles or air pockets which could allow a fine root

Ensure that the top of the barrier finishes at least TOmm ;
hair through.

abaove finished soil levels tree side. Backfill the trench in layers
compacting carefully. It is easiest to join the barners when working on a firm, level

surface. Once joined the barrier can be lowered into the

4. Trimming prepared trench and backfilled.

The barrier can be trimmed using a sham knife to finish the

top of the barrier neatly at least 10mm above soil levels to

avoid subsequent root overgrowth.

5. Barrier protection

It may be desirable, depending upon site conditions, to
encapsulate the top edge of the barrier in a concrete
haunching to protect the barrier and finish the installation

tidily.
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